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EX505 INSTALLATION CRASH COURSE

——

Here is a quick explanation of the hook-up instructions for the EX505 Monitor-Exciter Supply. If
you have installed this unit before, then this can be your check list. If not, then consider the
following as a brief overview of the installation requirements.

* Using shielded audio cables, hook the sound system stereo decoder outputs to the MONITOR
INPUT terminals. The INPUT terminals are labeled FRONT-SURROUND.

* Connect the system main power amplifier output to the terminals marked MAIN OUT. Observe
which terminal is the Amplifier ground.

* Hook the stage speaker line to the STAGE SPEAKER terminals.
* Connect the exciter lamp wires to the LAMP QUT terminals.
* Select the appropriate voltage range for bulbs with HI-LO strap on barrier strip.

* Calibrate the PROGRAM METER with test film or trailers using the special “tuning wand”
through the METER control hole in the rear of the chassis.

* Plug devices that are to be switched by the front POWER SWITCH into the CONVENIENCE
OUTLETS on the rear of the EX505.

* Check the fuse rating for the proper value when using either one or two exciter bulbs simulta-
neously.

t There is an alternative input hookup method to allow monitoring from the output of the sound
system power amplifier output. See the appropriate section of this manual for precautions and
hookup procedure.

The installer should make the owner or operator aware of the proper operation and features of
the SMART EX505 to avoid an unnecessary service call. Be sure the theatre is armed with spare
fuses for emergency use.

A more complete description of the installation and adjustments of the EX505 Monitor-Exciter
Supply is included in this manual.







